
Installation and Instruction Manual for Bix’n Andy TacSport Trigger 

Important: This trigger should be installed by a competent and qualified gunsmith. Should you decide to install 

yourself you need to be aware of the complexities of your rifle action’s geometry and ensure that this trigger will 

function safely in your firearm.  

• When operating any firearm always practice safe shooting and only discharge the firearm when it is pointed 

in a safe direction with a known backstop. 

• Never install or un-install this trigger with ammunition in the receiver.  

• Remember that improperly adjusted and/or installed triggers are extremely dangerous and may cause 

serious injury and death. 

• Bix ’n Andy and/or Bullet Central LLC take no responsibility for any damages to or loss of property, injury 

or death arising out of the use and/or misuse of this trigger. By installing and using this trigger you are 

accepting this condition. It is your responsibility as a first owner of this trigger to pass this documentation 

on to any person or entity that you sell or dispose this trigger to along with the trigger. If you lose this 

document you can download a new version of it from www.bulletcentral.com 

This trigger has been made to the highest standards and we expect it will be the best trigger you have ever owned. 

The release is very crisp and light which will lead to improved shot making. The mechanism employs the patented 

ball-trigger design which allows for consistent let-off within 1 gram (0.03 ounce) every time, very fast unlock time 

and the lowest return force on the top sear in the industry. 

Installation:  

1. Remove bolt and magazine.  

2. Remove the trigger guard and the action from the stock. 

3. If you have a trigger hanger, remove it from the action. 

4. Remove the old trigger from either the action or the trigger 

hanger by removing pins in holes A and B. 

5. Seat the TacSport trigger firmly inside the action or trigger 

hanger by lining up with the holes for the cross pins (A and B) 

and insert the pins. Do not force the pins. If there is too much 

resistance there is a likelihood that the holes are not lined up properly. If you force the pins you could 

damage the trigger and/or action and hanger. If using a hanger ensure that the hanger is correctly orientated. 
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6. If using a hanger, fasten the hanger to the action using screws provided by the rifle manufacturer. 

7. Replace the bolt and start the process of tuning the trigger to your firearm. 

Tuning your Trigger 

Single Stage TacSport: you can adjust the force required to pull the trigger and the sear engagement. 

1. The trigger force can be adjusted from 280 grams to 2,000 

grams (10 ounces to 4.5 pounds) with one single 

adjustment screw and without changing springs. You will 

need the 1.5mm hexagonal wrench provided. 

2. Insert the wrench into the screw marked as “C” in 

diagram 2. To increase trigger force, turn the wrench 

clockwise and to reduce the force, turn counter-clockwise. 

Do not worry, the screw cannot come out. When the 

desired force is set, you will need to set the sear 

engagement. 

3. The sear engagement is set at the factory and will be good for the default force setting. It is important to 

know that the lower the trigger force the more sear engagement will be required to have a safe operating 

trigger. To adjust the sear you will need the 1.5mm hexagonal wrench provided. The adjustment screw is 

labeled as “D” in diagram 2. 

4. To increase sear engagement you will turn the screw counter-clockwise and vice-versa to reduce 

engagement. To start it is a good idea to reduce the engagement (clockwise) until the firing pin travels 

forward to the fired position when closing the bolt. Slowly, a sixteenth of a turn (22.5 degrees) at a time, 

increase the sear engagement (counter-clockwise) until the sear starts to catch. At this point the sear will 

likely not hold the cocking piece reliably. Now turn the sear screw counter-clockwise another 22.5 degrees. 

5. Test the rifle by vigorously cocking the bolt and making sure that the cocking piece is holding every time. 

Two-Stage TacSport: you can adjust the force required for the first stage of pull, the force for the second stage of 

pull, the length of travel for the first stage of pull and the sear engagement. 

1. The trigger force can be adjusted from 270 grams to 2,000 grams (10 ounces to 4.5 pounds). The trigger 

force is split between the first stage and the second stage. The total force will be the aggregate of the two 

stages. The settings are independent of each other. The stages minimum and maximum force are as follows: 

Page !  of !2 4



• First stage - 200 grams to 1,500 grams (7 ounces to 

3.3 pounds)  

• Second stage - 70 grams to 450 grams  (2.5 ounces 

to 1 pound) 

You will need the 1.5mm hexagonal wrench 

provided. 

2. To adjust the first stage use the 1.5mm wrench in the screw 

(E in diagram 3). To increase pull force, turn the screw 

clockwise and counter-clockwise to reduce the force. Do not worry, this screw can not come out. 

3. To adjust the second stage of pull, insert the wrench into the set screw (H) in the trigger shoe. Clockwise 

will increase the force and counter-clockwise will reduce the force. 

4. To adjust the length of the pull on the first stage use the wrench in set screw (F). To shorten the pull, one 

can turn the screw clockwise and to increase the pull turn the screw counter-clockwise. When you shorten 

the length of pull to “zero” then you need to be aware that you will affect the sear engagement. It is a good 

idea to leave some first-stage pull even if it is a very small amount.  

5. The sear engagement can be adjusted with the 1.5mm wrench in hole (G). The sear is factory set for the 

force of the second stage of pull that the trigger is shipped at. If you wish to reduce this force, you will need 

to increase the sear engagement and if you increase the force you will likely need to reduce the sear 

engagement. It is critical that once the sear engagement is set that you test the cocking and release of the 

firing pin multiple times to ensure that the top sear is reliably holding the cocking piece in place without 

dropping when the bolt is closed aggressively. A good way to set the sear engagements, once the trigger 

force is set, is to screw the sear engagement screw (G) in until the rifle will not cock. Then turn the sear 

engagement screw counter-clockwise a sixteenth of a turn until the cocking piece starts to catch. From that 

point, turn the sear engagement screw counter-clockwise another 22.5 degrees or sixteenth turn. 

Safety and Bolt Stop Release Lever 

The TacSport (single and two-stage) are shipped with a safety lever and a bolt stop release lever (for Remington 700 

actions only). The bolt stop and safety can be removed. They are kept in place by a small e-clip which can be 

removed by spreading the legs of the clip with a screwdriver (I and J in diagrams 4 and 5). Please keep the small 

parts that come with the safety lever and bolt stop. They include spring washer and a ball-bearing. 

The safety lever has a feature that locks it in the safe position until it is moved slightly out to the side and then 

forward. This is an additional safety to prevent the safety from being knocked into the fire position if the lever gets 
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snagged. Although this lock pin can be 

removed if you want your safety to work in the 

traditional manner (straight forward and back), 

we strongly recommend you leave it like it is. 

The motion is fluid and easy to use and we feel 

you will prefer it after very little use.  

The pin can be removed by opening the trigger 

and using a punch to drive it out from the right 

hand side to the left (K in diagram 6). If the pin 

is too tightly seated it can also be ground flat 

with the side of the trigger. 

Warranty 

This trigger is warranted to be free from defects in material and workmanship for a 

period of one (1) year from the date of sale to the customer. Bullet Central LLC will 

repair or replace the trigger at their discretion. Shipping to Bullet Central and the customer is for the account of the 

customer. 

Maintenance 

The TacSport triggers have been designed to protect the mechanism from the environment more-so than any other 

trigger on the market including our own Competition line. Nevertheless, they are not sealed and for that reason 

cleaning fluids, dust, debris, powder kernels, water can get into the mechanism. We suggest that you practice good 

cleaning which will, from time to time, include opening the trigger and cleaning it. Please look at our videos on our 

website for guidance. Do not pour lighter fluid into the trigger in an attempt to clean out debris. This can only 

serve to worsen the problem and should not be done to any trigger for that matter. A full cleaning with a solvent and 

drying it out is necessary. The trigger is designed to run dry so never lubricate it in any way. 

Should you have any concerns, problems, complaints or compliments, we would love to hear from you. We are very 

proud and pleased to bring this trigger to you so that you can improve your skills and the enjoyment of your sport. 

You can visit us at www.bulletcentral.com or call us CST +1 (701) 371 4444. We love hearing from you. 

The Bullet Central Team.
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